Product data sheet

Specifications

Main

Duct detector housing, EBI-50

FFS06720050

Range of product

Esmi addressable components for ALC range

Product or component type

Complementary

Duct detector housing

Device application

Operates in air speed between 0.5...20 m/s

Height 114 mm
Width 343 mm
Depth 64 mm

Net weight 1.13 kg
Environment

IP degree of protection IP20

Relative humidity

10...80 % non-condensing

Ambient air temperature for 0..70°C
operation

Packing Units

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 5.0 cm
Package 1 Width 12.5cm
Package 1 Length 12.5cm
Package 1 Weight 25009
Offer Sustainability

REACh Regulation

EU RoHS Directive Compliant
Mercury free Yes

China RoHS Regulation

Apr 25, 2023

Product out of China RoHS scope. Substance declaration for your information

Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications


https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=FFS06720050_REACH_DECLARATION&p_FileName=FFS06720050_REACH_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=FFS06720050_ROHS_DECLARATION&p_FileName=FFS06720050_ROHS_DECLARATION_WW_en-GB.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=FFS06720050_ROHS_CHINA_DECLARATION&p_FileName=FFS06720050_ROHS_CHINA_DECLARATION_WW_en-GB.pdf

RoHS exemption information

Recommended replacement(s)

2 Schneider Apr 25, 2023


https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=FFS06720050_ROHS_DECLARATION&p_FileName=FFS06720050_ROHS_DECLARATION_WW_en-GB.pdf

